In response to your RFI:

1. Window finish electrostatic paint, either white or bronze, Ron’s choice (I prefer white). Storefront Kynar same color as windows. Both glazed with ¼” double insulating glass. 
2. No other specialty hardware I know of. I think 1 leaf should be sufficient but it should be up to Dr Aziz. 
3. No specific performance requirements except meeting wind pressures. I used Milestone 1000 for windows and YKK 2” x 4 1/2” for storefronts as the basis of design. We could look at alternates based on local suppliers if you like. 
4. I was looking for simple aluminum frames similar to exterior windows. The interior slider is a secretary slider. 
5. Type E window is Fixed 
6. Both Storefront sections shown are  16’ 5”  AFF at the top. (Could round down to 16’-0”). The arch in the very front of the entry element is 15’-0” +/-. The front arch is a little lower to allow for signage on the front. It is a semi-circle arch. 
7. I intended the storefront to be an engineered system by the storefront manufacturer. If they cannot provide the required support and need horizontal support based on local wind load requirements they need to led us know so we can provide and coordinate a support beam. 

Dave



1)     What is the metal finish of the windows and storefront? What are they glazed with? 
2)     Any specific specialty door hardware required besides the automatic door opener? How many leaves operate on that automatic door operator?
3)     Are there any performance requirements for the windows?manufacturers?
4)     Interior aluminum windows are to be storefronts or windows? Horizontal slider is to be secretary slider or exterior slider?
5)     Type E windows in elevation are shown as operable and scheduled as fixed.
6)     Entry storefront is arched at the top but scales different per elevation 2 on sheet A3.04 than the cross section detail 1 on sheet A3.03 which height is correct 15’ or 16’ plus? What is the arch of the storefront at the top, is it a 4’4” radius or elliptical?
7)     Will horizontal steel at main entry be present for cladding and producing main entry storefront in two
